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FOREWORD

This standards document is published by the Security Industry Association (SIA) and was developed and adopted by a consensus of industry volunteers in accordance with SIA’s standards development policies and procedures.  It is intended to facilitate product compatibility and interchangeability, to reduce misunderstandings between manufacturers and purchasers, and to assist purchasers in obtaining the proper products to fulfill their particular needs.

The existence of this or any SIA standards document shall not prevent any SIA member or non-member from manufacturing, selling, or using products not conforming to this or any SIA standard.  SIA standards are voluntary.  SIA encourages the use of this document but will not take any action to ensure compliance with this or any other SIA Standard.

SIA assumes no responsibility for the use, application or misapplication of this document.  Industry members using this document, particularly those having participated in its development and adoption, are considered by SIA to have waived any right they might otherwise have had to assert claims against SIA regarding the development process of this standard.

Although some SIA standards establish minimum performance requirements, they are intended neither to preclude additional product features or functions nor to act as a maximum performance limit.  Any product the specifications of which meet the minimum requirements of a SIA standard shall be considered in compliance with that standard.  Any product the specifications of which exceed the minimum requirements of a SIA standard shall also be considered in compliance with the standard, provided that such product specifications do not exceed any maximum requirements set by the standard.  SIA standards are not intended to supersede any recommended procedures set by a manufacturer for its products.

SIA reserves the right to revise this document at any time.  Because SIA policy requires that every standard be reviewed periodically and be either revised, reaffirmed, or withdrawn, users of this document are cautioned to obtain and use the most recent edition of this standard.  Current information regarding the revision level or status of this or any other SIA standard may be obtained by contacting SIA.

Requests to modify this document are welcome at any time from any party, regardless of membership affiliation with SIA.  Such requests, which must be in writing and sent to the address set forth below, must clearly identify the document and text subject to the proposed modification and should include a draft of proposed changes with supporting comments.  Such requests will be considered in accordance with SIA’s standards development policies and procedures.

Written requests for interpretations of a SIA standard will be considered in accordance with SIA’s standards development policies and procedures.  While it is the practice of SIA staff to process an interpretation request quickly, immediate responses may not be possible since it is often necessary for the appropriate standards subcommittee to review the request and develop an appropriate interpretation.

Requests to modify a standard, requests for interpretations of a standard, or any other comments are welcome and may be sent to:

Standards
Security Industry Association
635 Slaters Lane,  Suite 110
Alexandria, VA,  22314

E-mail:
Standards@SIAOnline.org

This document is owned by the Security Industry Association and may not be reproduced, in whole or part, without the prior written permission from SIA.

1.1  Definitions 
For the purpose of this standard, the following terms have the meaning indicated.
24-hour alarm - an alarm produced by a trip on a 24-hour zone.

24-hour zone - a zone that is always active, usually used for smoke detectors.
Abort - a manual intervention after a system trip that prevents an alarm from being sent.
Abort Window - a period of time after a sensor initiated alarm condition that allows the user additional time to Disarm the system before an alarm is transmitted.

alarm - a  condition indicating a state of alert, duress, perimeter violation, or fire at the premises.

alarm signal - a transmission of an alarm condition or alarm report. 
annunciator - a low level audio or visual device, such as a speaker or LED, whose purpose is to inform the system user the condition or status of the security system or designated part of the security system.

Arm - to turn on a security system.
arming station - the part(s) of a security system from which a human operator can Arm and Disarm the system, manipulate the system operation, or otherwise interact with the system.

Away - see Full Arm.

Bell - a specific type of sounder which produces a ringing or gong sound through the striking of its hammer to its metal part.
Cancel - a transmission indicating that the previous alarm signal, or alarm in process, is to be disregarded.
Close - the act of Arming a security system.
code - a parcel of electronic data, usually represented by a short series of letters or numbers corresponding to a specific event or status of the security system, which is generated by the control panel and sent as a report or part of a report.
communicator - the part of the security system that sends electronic data outside the premises, typically to a central station.
communicator delay - a period of time which elapses before the control panel sends a transmission to the central station.  See Abort Window. 
control - the part of the security system that determines the operation and interaction of the system based on programmed logic.
control panel - the part of a security system that handles control and communication, whether as combined or separate physical units.
cross zoning - a configuring of logic within the control panel such that two or more zones of the security system are interdependent in causing an alarm condition. 
delayed zone - a zone or circuit configured to provide a time delay, when tripped, before an alarm is generated.
Disarm - to turn off a security system.
double action trigger - a manual operation that requires two simultaneous or sequential actions.
Duress - the presence of one or more persons trying to force an individual to enter or re-enter a facility, or commit some other act or action against the individual's will.
Entry Delay - the period of time allowed, after entry to the premises, to Disarm the security system before the panel initiates an Alarm Transmission Sequence.
entry/exit zone - a delayed zone on the perimeter of the protected premises.
Exit Error - a signal produced when an entry/exit zone is still violated at the expiration of the Exit Time.
Exit Time - the period of time allowed, after Arming a security system, to exit the premises without tripping an alarm.
false alarm - an alarm transmission sent by the security system indicating the presence of an alarm condition when none exists.
fire alarm verification - an operation that ensures that an alarm condition persists by resetting a tripped sensor in a fire zone and confirming that the sensor remained tripped or waiting for the sensor to re-trip within a set period of time.  (e.g. Cycling power to a smoke detector to ensure the condition persists when power is restored.)
fire zone - a zone or circuit installed upon which are sensors designed to detect a fire condition (e.g. smoke, heat, etc.)

follower zone - a non entry/exit zone, typically an interior zone located on an entry/exit path, that is treated as an entry/exit zone during an Entry Delay or Exit Time.
Full Arm - an armed state of a security system where all zones and sensors are activated.

Holdup - the presence of one or more criminals attempting to take goods or funds with implied or actual threat of force.

Home - see Stay Arm.

instant zone - a non-24 hour zone that causes an alarm immediately upon being tripped.

key fob - a type of remote control device.
keypad - see arming station.
local alarm - an alarm indication given at the protected premises by activation of a sounder.
manual reset - the act of clearing an alarm condition in a security system by human intervention, either at an arming station or by remote control.
Open - the act of Disarming a security system.
operating code – a numeric sequence used to control the alarm system, usually entered manually at a keypad.
option - a functional or performance feature that is required by this standard but may be implemented as a selectable part of a product’s performance capability.
Panic - a general type of perceived emergency, including the presence of one or more unwanted persons trying to gain entry or observed intruders on the private grounds.
partition - a defined area within the security system that can be Armed and Disarmed independent of the other area(s), but operated under a single system control.  (Dedicated or shared user interfaces may be used to operate a partition.)

point - an electronically addressable sensor, sometimes used interchangeably with the term sensor.  The term is usually used in multiplex alarm systems or for RF (wireless) sensors.
premises - the facility being protected by a security system.
primary power - power provided by a commercial source that is normally available at the premises.
Recent Closing - a transmission indicating that the security system has recently been Armed.
report - an electronic transmission sent by the control panel to the central station containing detailed information about an event detected by or status of the security system.

remote control device - a portable wireless device that controls functions of a control panel, such as Arm, Disarm, or other features provided by the manufacturer.
secondary power - power provided from a secondary source, such as a battery or generator, upon the loss of primary power.

silent exit - a user initiated feature that silences the audible progress annunciation of the exit delay.

siren - a type of sounder.
sounder - a high level audio device whose purpose is to alert person(s) at the protected premises of an alarm condition.

Stay Arm - an armed state of a security system where some zones or sensors are active while other zones or sensors are made inactive, allowing occupants to be inside the protected premises without causing an alarm.

swinger shutdown - an operating mode in which the control panel, when a sensor or zone is repeatedly tripping, ignores the trips on that zone after a limited number of them.

transmission - an electronic message sent from the control panel to the central station.
trip - an alarm state (of the security system) produced as a result of detection by a sensor.

user code - the numeric sequence of digits that correlates to a valid user number.
user interface - see arming station.
user number - an identification number assigned to a person who operates or has access to the security system, or a default identification number assigned to a security system for quick Arming of the system.

violated - a condition at the premises detected by a sensor that causes a trip.
zone - a dedicated input to the control panel containing one or more sensor devices which will trip that input upon activation of any one sensor device.
Zone in Error - the zone that has produced an erroneous alarm condition.

zone type - a group of zones identified by common function or operating mode.










SIA CP-01-1994.02 (R2000.01)   

© Security Industry Association



Page 3

_906983186

